
Patent pending 

To get �xation point distance for End Bar 56  please add 48mm to module length 

                          Angle variation 125–180°  · Angle variation 110 –180°  ·  Angle 90° on request 

PENDANT ROD

SX 98-136-4* with throughwiring

S

1500mm

ARTICULATED BAR FOR PENDANT RODS ARTICULATED BAR FOR WIRES

H S

PENDANT ROD

SX 98-134-4*

SX 98-135-4*

with throughwiring

with throughwiring

H

700mm

1300mm

90–180°

90–180°

                     ACCESSORIES

WIRE

SX 98-146-4

S

1500mm

> SYSTEM PARTS MADE OF HIGH GLOSS POLISHED EXTRUDED ALUMINIUM 
> Ø 13MM PENDANT RODS CAN BE CUT ON SITE 
> Ø 1.5MM STAINLESS STEEL WIRE SUSPENSION IS CONTINUOUSLY ADJUSTABLE AND CAN BE CUT ON SITE 
> FEEDS WITH CONNECTION BLOCK, (5 x 0.75 2) WIRE AND ELECTRICAL PLUG CONNECTORS 
> CONNECTORS WITH THROUGHWIRING (5 x 0.75 2) AND ELECTRICAL PLUG CONNECTORS 

END BAR 56 PENDANT

ACCESSORIES SUITABLE FOR  

END BAR 56 WIRE WITHOUT FEED 

END BAR 56 WIRE WITH FEED

PENDANT ROD

SX 98-138-4

SX 98-139-4

SX 98-140-4

SX 98-141-4

with feed

without feed

with feed

without feed

H

700mm

700mm

1300mm

1300mm

WIRE 

SX 98-142-4

S

1500mm

H S

S

CASSETTE TRAPEZ TUBE

TRAPEZ: TUBE: 
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