


> AREAS WITH REDUCED TRAFFIC
> MINOR ROADS
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> ARCADES
> ENTRANCE AREAS

     > LANOVA 250 / 230 > CATENARY SUSPENDED LUMINAIRE  > PENDANT LUMINAIRE FOR ARCADES

Colour code:          >  -         + graphite - mica finish ,          other colours -        + colour code

How to order

SX 282  2 0 -  4

 LANOVA 250 Catenary 
suspended luminaire 

SX 282

HIT-CE 20 W
sym. 
2 0

LVK > selux.de/lvkIP65

LANOVA 250 Catenary suspended 
luminaire with two-way suspension.

Luminaire housing made of die-cast 
aluminium, aluminium, stainless steel, 
stainless steel threaded inserts, PMMA 
diffuser partly satin finished – high-
performance Mini Road symmetric mirror 
optics, lamp replacement facilitated via 
compact removable terminal block,
Ø: 250mm, H: 395mm, protective
rating IP65, safety category I, safety cate-
gory II optional, incl. two-way adjustable 
catenary suspension, through-wiring 
optional, standard colour: graphite -
mica finish [-4], other colours on request

[-9+ colour code].

HIT-CE

Windage area: 0.086m², weight: 10.0kg	
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LANOVA 230 Pendant arcade luminaire 
with adjustable pendant tube.

Cylindrical upper section of luminaire 
housing made of die-cast aluminium
(open using Allen head screws), painted, 
with a centrally fixed (by screws) pendant 
tube of max. 2400mm with vibration-
cushioned pendant mounting bracket 
for mounting in ceilings and Ø: 170mm 
ceiling plate, designed for flush mounting 
in suspended ceilings and concrete cei-
lings; cylindrical lower section of luminaire 
housing made of PMMA, upper part satin 
finished, lower part transparent, cover 
plate in the form of a honeycomb

prismatic diffuser; all suspension compo-
nents made of stainless steel, standard 
colour: graphite - mica finish [-4], other 
colours on request [-9+colour code].

HIT-CE

** G8.5 base   •  * G12 base
     Please complete the reference no. with the relevant codes for optics, light source and colour choice.

Windage area: 0.15m², weight: 8.0kg
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